
  4 - Casters* ( with 4 screws)
  1 - Hex Key (for mounting bolts)
14 - Fastening Bolts & Barrel nuts

*Phillips- head screwdriver needed for caster installation

PARTS LIST
   2 - Sides
   1 - Top  (smaller piece w / 1 slot for braces)
   1 - Bottom  (w /2 slots for braces)
   3 - Braces (2 large -1 small)

STEP 2: Install one large and one small brace to Bottom.
Larger braces are in the back. The end with the smaller brace 
becomes the front.

STEP 4: Align casters over smaller 
holes at bottom of rack Side.
Install wheels to each side using small
Phillips head screws.

Top

Rack rail

STEP 5: Place either Side upright (with 
rail facing up) and position rack bottom against side
Insert bolts through holes in Side into bottom 
inserts and “snug down”.
Repeat procedure to attach Top to side & Bottom
assembly (Once again, all bolts must be started in each
piece before securing).

STEP 6: Place the remaining side against the 
Top/Side/Bottom assembly and insert bolts 
through holes in side piece to form the 
completed rack. After all bolts have been
started, tighten each bolt securely.
You should be finished now.
Congratulations! Enjoy your rack.

(Shown w/o casters)

STEP 3: Place Top with slot facing up. Install brace into slot. Set brace in 
place so it is flush with edges of top. 

STEP 1: Insert Barrel Nuts into top, bottom & braces.
Make sure the slot is running parallel to bolt hole and the 
threaded hole is aligned with the bolt hole. 
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KD/SF&VR*Series*Assembly for the SF & VR are identical


